














STABILE PLATING CO., INC. 
1150 E Edna Place,  Covina, CA  91724-2507 

(626) 339-9091   •   Fax: (626) 339-3761 
 

 
 
 
 
The following information may be used for our customer vendor surveys. 
 
 
 
Company Name Stabile Plating Co Inc 
Business Address 1150 E Edna Place 
  Covina, Ca  91724 
 
Phone Number 626-339-9091 
Fax Number 626-339-3761 
Web Address www.stabileplating.com 
 
Contact Information 
 Eric Crest President eric@stabileplating.com 
 Steve Crest Quality Manager steve@stabileplating.com 
 Stephanie Esqueda Office Manager 
 
Business 
 Type Corporation 
 Years in Business 50 
 State of Incorporation California 
 Ownership Wholly owned 
 Parent Company None 
 
Services Provided Metal Finishing 
Processes Provided See attached brochure 
Major Customers See attached brochure 
 
Organization 
 Total Employees 20 
 Production 14 
 Quality 4 
 Engineering 1 
 Other 1 
 
Quality System AS9100, AC7004 (Nadcap) 
Accreditations Nadcap (certifications follow) 
 
 
 

 
Steve Crest, QM 
11/19/2008 
 





Stabile Plating Co. Inc. 
 

1150 E. Edna Place 
Covina CA  91724 

 
(626) 339-9091 (voice) 
(626) 339-3761 (fax) 

 
www.stabileplating.com 

 

Directions 

 
Thomas Guide 

LA County, page 599, E4 

Approvals 
 
 

Companies no longer provide us letters 
of approval.  Instead, approved vendor 
information is made availble on their 
website or through their purchasing 

department. 

Hours 

 

Monday 6:00 - 5:00 
Tuesday 6:00 - 5:00 
Wednesday 6:00 - 5:00 
Thursday 6:00 - 5:00 
Friday 8:00 - 12:00 
 

Saturday Closed 
Sunday Closed 



Process Description Specifications Colors Minimum 

Anodize 
 

Anodic coating improves the surface corrosion protection of aluminum under severe service 
conditions.  This coating also serves as a base for paint.  Anodic coatings provide better 

corrosion protection than chromate chemical conversion coatings. 
 

Hard anodic coatings improve wear and abrasion resistance of aluminum alloys.  Dyeing 
and/or sealing are not recommended unless corrosion resistance is not rquired.  These 

steps reduce wear resistance of hard coat.            

Mil-A-8625; Type 2 (Sulfuric) 
Class 1 - Undyed 

Class 2 - Dyed 
 

Mil-A-8625; Type 3 (Hard Sulfuric) 
Class 1 - Undyed 

Class 2 - Dyed 
 

MIL-S-5002 
MIL-STD 171 

AMS 2471, S472 
ASTM 2468, 2469 

Clear 
Black 
Red 

Green 
Gold 
Blue 

Brown 
Grey 

Yellow 
Violet 

Turquoise 
Olive Drab 

Type 2, Dyed or Undyed 
$45 

 
Type 3, Dyed or Undyed 

$65 
 

Sodium Dichromate Seal 
$30 

Titanuium  
Anodize 

Decorative coloring and color-coding of titanium metals.  Many shades of 
gold, blue, red, 

and green. 

$50 

Chemical Conversion 
Coating 

(Chem Film) 

The Class 1A coating provides corrosion protection for aluminum and aluminum alloys 
when left unpainted.  The coating also improves adhesion of paint finish systems. 

 
The Class 3 coating provides corrosion protection for electrical and electronic applications 

where lower electrical resistance contacts are required.  The Class 3 coating is thinner than 
the 1A coating, and therefore more susceptible to corrosion. 

MIL-DTL-5541; 
Type 1, Class 1A and Class 3 

 

MIL-C-5541 
MIL-STD-171 

AMS 2473, 2474 

Gold $45 

Passivation Passivation improves the corrosion resistance of parts made from 200, 300, and 400 series 
and precipitation-hardened corrosion-resistant steels by removing soils and free iron. 

 
Passivation does not remove heat treat scale.  It is usually removed by glass bead blasting.  

It can also be removed chemically when dimensional loss is not important. 
 

440C material is not normally passivated. Cleaning by mechanical methods is recom-
mended. 

AMS 2700 
QQ-P-35 

ASTM A967 
ASTM A380 
MIL-S-5002 

MIL-STD 171 

 Passivation 
$45 

 
Optional Lab Test 

$25 
 

Optional Lab Report 
$10 

 

Penetrant Inspection Penetrant inspection detects discontinuities open to the surface, such a cracks, cold shuts, 
laps, and porosity, which may be harmful to the part or basic material. 

Mil-Std 6866 
ASTM E1417 

 
Type I, Methods A and C 

Sensitivity Levels 1, 2, and 3 

 $60 
 

Laser Engraving Laser engraving provides precsion marking on aluminum, steels, and plastic.  Engraving is 
commonly used for part number identification and complex artwork on faceplates.  En-

graving on aluminum removes the anodize color, leaving white images on a colored back-
ground.  Engraving on steels provides black characters.   

 
Artwork can be provided in a variety of formats.  Bitmapped images must be at least 600 
dpi.  Artwork  can also be provided by Stabile for an additional charge.  A fixture must  be 

made to hold the parts, and can be provided by Stabile. 

  $50 

Selective Masking 
 

Masking protects selected areas from plating or surface treatments.   $35 

Other Services ... Caustic etch, bifluoride etch, glass bead blast   February 1, 2010 
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